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NATIONAL ADVISORY OOMMITTEE FOR AERONAUTICS

TECHNICAL MEMORANDUM NO, 1040

PIEZOELECTRIC INSTRUMENTS OF HIGH NATURAL FREQUENCY
VIBRATION CHARACTERISTICS AND PROTECTION
"AGAINST INTERFERENCE BY MASS FORCES*

- By Werner Gohlke
I. SUMMARY

The exploration of the processes accompanying engine
combustion demands gquick-responding pressure-recording
instruments, among which the piezoelectric type has found
widespread use because of its especially propitious prop-
erties as vibration-recording instruments for high fre-
guencies. Lacking appropriate test methods, the poten-
tial errors of piezoelectric recorders in dynamic meas-
urements could only be estimated up to now,

In the present report a test method is described by
means 0f which the resonance curves of the piezoelectric
pickup can be determined; hence an instrumental appraisal
of the vibration characterlstlcq of piezoelectric re-
corders is obtainabdle.

II. THEE PIEZOELECTRIC EFFECT

The conventional piezo instruments make use of the
direct piezoelectric effect according to which electriec
charges are developed on certain surfaces of certain
ecrystals when subjected to strain. The electric charge
is proportional to the force P, that is, the volume of
charge being

Q =4 P ’ | (1)

*"Quarzdruckmessgerite hoher Eigenfrequenz Schwingung-
seigenschaften und Abhilfe gegen die St¥rung durch
Massenkr#fte," VDI-Forschungsheft 407, XII Bd.,
March-April 1941, pp. 1-25.
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where d 1is the piezocelectric modulus expressed in
kilograms. It is dependent upon the type of crystal and
the direction of the force relative to the axes of the
crystal. For pressure measurements auartz crystal is
commonly used because of its mechanical strength and du-
rability, The block or plate is cut from a guartz ecrystal
as indicated in figure 1 so that the strain along the
x~axls acts on a y,z-surface where the charge is measured;
x is called the electric, y the neutral, and =z the
optical axis. The strain could also be developed along
the y-axis and the charge measured on the y,z-surface,

but thig arrangement has found little use so far for pres-
sure measurements, Since quantity d& depends on the
direction of cut of the crystal plate, numerical data

must carry d with the appropriate subscripts, In =x-
direction the pilezoelectric modulus of guartz is, in
centimeter-gram-second units,

d = dy, = 6.36 x 107° cm¥eg¥e s

in engineering units of measurement

d = dy, = 2.08 x 1071 C/kg

1

or

d = dy; = 2.12 x 1071° ¢en/V

L

The charge developed on the surface at right angles to the
electric axis charges the capacity associated with these
surfaces to a correspondent voltage, which is then meas-
ured with a suitable instrument. -

Although the piezoelectric effect has been known

since the last century, its use for preseure recording
had never been seriously attempted before 1930.

III. APPRAISAL CF PERFORMAIICE OF A FPIEZOELECTRIC TEST SETUP
A plezoelectric setup for recording alternating pres-
sures ordinarily comprises
(1) Piezoelectric pickup

(2) Amplifier

r3
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(3) Indicating instrument
(4) Interconnecting lines
(5) Power supply

All these arrangements can influence the reproduction
of the .test quantity especially at high frequencies, hence
have a .frequency relationship if incorrectly designed.

The present report deals mainly with the vibration char-
acteristics of the pressure pickup and secondarily with
the other parts. With this in mind we begin with items 2
to 5 regarding their effects on the reproduction of the
true pressure variation at high freouencies, wheredby it
is recommended to proceed from the reading instrument and
work back toward the piezoelectric pickuvn.

1. Resding Instruments

These instruments are eitaer loop oscillographs or
cathode~ray oscillographs. -

Loop o0écillographs.— The reading element is a loop
rotatably mounted in a macnet field. In static measure~
ments its deflectionsg are larzgely proportional to the in-
tensity of the current passing-thréugh the loop. The nat-
ural frequency of the loops is governed by the mass and
the resetting force as well as by the damping of the sys-
tem afforded by the 0il-filled loop housing. Since this
natural frequency ordinarily cannot be changed except- by
special auxiliary means, it 1is necessary to fall back on
the loops with defined vibration characteristics as sup-
plied by the manufacturer, The only loop types of high
natural frequency suitable for rapid pressure variations
unfortunately require a comparatively high current, that
is, they are fairly insensitive because of the great re-
setting forces necessary for high natural fregquency.

Table 1 give=s the data of the Siemens-Halske type=s of loop.
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TABLE I.~ DATA OF LOOPS FOR SIEMENS & HALSKE UNIVERSAL OSCILLOGRAPHE

Natural frequency Maximum Maximum cur- Sensitivity
Type fy in air deflection | rent strength
(Hz) (o) (ma) (mm/ma)
8 1,200 *80 1.5 45
5 2,000 +80 6 1E.
4 3,000 +80 20 4,2
1 5,500 +80 100 .83
2 10,000 =80 280 .29
7 20,000 +15 250 .057

Type 2 has a susceptibility of 0.29 millimeter per milli-
ampere. An acceptable diagram height of about 60 milli-
meters requires about a 20C-milliampere loov current. The
natural freguency of the undamped loop ias given at around
10,000 Hz, Damping lowers it to around 4500 Ez. The next
higher freocuency is that of tw¥we 7 with about 20,000 Hz.
With a maximum current of 250 millismperes its deflection
is only about 14.5 millimeters. At this deflection there
ig a considerable inaccuracy in the heavy trace made by
the light beam. Recause of the di=gram height the 10,000
Hz loop will be preferable, ecvecially since the produc-
tion of the recuired loop currents with amplifiers iteself
becomes inconvenient. The recorded frenuency variation

of this type of loop is shown in figure 2 for three brand-
new samples a, b, and ¢, The error in amvlitude is al-
ready considerable at one-third of the natural freauency
and far in excess of the instrumental errors commonly as-
sociated with static measurements of this kind.

Cathode-ray oscillographe.~ Here a differentiation

must be made between the so-called electronic-ray oscil-
lograph and the high-capacity oscillograph, ©On the former,
the trace from the fluorescent screen of the tube is re-
cordied on a photographic film held on the outside; on the
latter, the trace from the electronic ray can be recorded
directly on the photographic film located in the evacuated
oscillograph tube., The former is very appropriate for
reproducing high freauencies when dealing witn periodic
processes the traces of which can be recorded over one
another on the fluorescent screen as often as desired.
Both tyves are free from inertia for long-period processes
compared to the electron variation interval between the
deflection plates when high-vacuum tubes are used, as
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presumed here, The first type permits recording speeds
up to 1000 meters per second. Special valves with high
anode voltages, such as after—acceleration valves in con-
junction with suitable optics are practical even at 10
kilometsrs per second. The Allgemeine Elektrizitlts~—
Gesellschaft thus aquotes 50 kilometers per second for its
tube with special optics, the trace on the fluorescent
screen being much reduced. Since the thickness of the
trace decreases at the same scale as the picture, it can
be subsequently magnified again. On the other hand, the
high anode voltages reauired for greater beam intensity .
cause a greater wear on the fluoresgent screen of the
tube and hence reduce the life of the tube. Although
much higher recording speeds (up to 10* km/sec) have been.
reached, the writer has no knowledge of the 1lifes of the
tubes.

For a sinusoiddal process of n complete oscillations,
that ig, to be recorded with a diagram height 2x, and a

diagram width b proportional to time, and the frequency
of which is £, the maximum speed of the light spot
amounts to

, 2 NGB
Ve = fJ/(B T Xe) o+ /%> (2)

For an electronic ray tube with a recording speed of 1000
meters per second and a chart size of 50 by 50 square milli-
meters, the precise freouency recordable at n = 1 is:

f = 6070 H=

Sinusoidal processes of higher freauency are therefore
impossible to reproduce by such a tube with a 50 milli-
meter diagram height, which is all the more true a= the
screen is variously illuminated by scattered electronse,
s0 that the blackening of the receiving material is not.
solely due to the recording electronic ray. For rough
estimates the second term below the root representing
the speed of the focal point in direction of the time
axis can be discounted, so that ’

with ® the natural freauency.
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D1qtort1ons also occur toward the screen ‘edges, which
becomse especlally ‘noticeable on multiple-ray tubes because
of eccentric disp031t10n of the different beam systems., In
addition, high vacuum tubes should be operated exclusively
with deflbction voltages that are symmetrlcal to-the
ground potertlal othnrw1se the reading errors become very
great. Flgure 3 illustrates the distortion of the coordi-
nates of the elpctronlc -ray tube of a commercial engine
indicator’ Wthh despite the use of a high-vacuun
electronic-ray tube, operates with unsymmetrical deflection
voltageés.. T :

On the high-capacity cathode~-ray o<c1110graphq with
recording speeds up to 30,000 kilometers per second (one-
tenth of the speed of llght) the distortions are easier
to avoid, though it involves considerable outlay.

The cathodé-~ray oscillographs operate at voltages of
the order of magrnitude of 200 volts, which are easier to
obtain with amplifiers than the high-voltage 1ntenslt1es
for looyp osecillogravphs.

As regards the reading instruments, it may be briefly
stated that loop oscillographs afford sufficiently large
diagrams with certain ambllfude and phase errors at fre-
guencies up to about 10° Hz, while electronic-ray tubes
also are satisfactory up to 104 Hz with the degree of ac-
curacy customary for such tubes, although the life of the
tubes is comparatively short (several hundred hours), For
special short-time processes the high-capacity oscillograph
with incorporated recording material is available.

2. Amplifier and Current Supply

On none of the cited reasdirg instruments can the out-
put be controlled by a preesure cuartz without amplifica-
tion' at pressures such' as are. encountered in internal-
combustion engines, The amplifier must first reproduce
processes from O to 10% g9z — in special cases even higher -
correct in amvlitudes and phssc, and second, possess an in-
put resistance such as to prevent the pressure provortional
charges delivered by the piezoelectric pickup from flowing
off,

The first requirement calls for a direct current am-
plifier which must indicate no freguency variation up to,
10* Hz (or even higher). The direct-current amplifier is
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a-réesistance amplifier with'the separate stages in pure
regsistance -coupling., Omission of the coupling condensers
on multistage amplifiers causes difficulties in the in~
put and inconstancy in the operating veltages: The fre-
quency variation in a resistance ampXifier is due to the
unavoidable valve and control capacities being placed
parallel to .the resistances, which lower the impedance in
increasing measure with rising freguency. .Since the - -am-
plification depends upon the size of the anode resistance,
the amplification factor drops with rising freouency. In
consequence the anode .resistances are made s¢ small from
the very beginning that .the harmful capacitances do not
become effective except at sufficiently high freaunencies.
This in turn lowers the amplification wer stage, hence
reguires more stages.

The second reguirement of high-ingput re<istance can
be met by an electrometer tube, such as the AEG type T 114,
the amplification factor of which is, at the most, eaual
to 1 for infinitely great-outside resistance, but, since
the operation is with low-reeistance values, 1t is sub-
stantially less, :

Amplifier for loop oscillographs.-~ The 10,000-Hz

loop demands from the amplifier an output control range
of about 200 milliamperes in the last stage. These com— -
raratively high-current intensities are usually attempted
with standard broadcasting tubes, especially the triode
the output of which, with two tubes connected in parallel
and suitable outside resistance, can be controlled fairly
linearly up to about 200 amperes. The input voltage
variation of the last stage must then amount to about 30
volts. At 0.5 to 1 volt measuring effect on the piezo-
electric pickup, 30 to 60 time intermediste amplification
would be necessary. Since the input tube, as stated,
does not only amolify but weaken the measuring effect, a
higher amplification by a voltage amplifier stage between
the input tube and the last stasge is necessary. The re-
sult is a three-stage direct-current amplifier. But such
an apparatus can hardly be fed from an spvoaratus c¢onnected
to the rectifier power supply becauce of the recuirement
of maximum-voltage constancy and the fact that eguipment
working from the rectifier power supply with or without
stabilization possesses considerable internal resistances
which are not constant in the desired freauency range and
far from negligible even at low plate resistances. This
applies particularly to the last stage which has-a par-
ticularly low anode resistance or else none at all.
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scceptable measurements must -therefore be -made with plate
batteries which, in conjunction with loop ‘types of high.
natural oscillation freauency, must supply 200 to 300
milliamperes for longer periods with sufficient constancy
at a voltage of around 300 volts.

Amplifier for cathode-ray oscillographs.~ Here the

amplification conditions are more favorable, To obtain a
2C0~volt deflection voltage reauires about 200 to 400

time amplification. Here al<o three stages are necessary
in many cases if a clear reproduction at high frecuencies
l1s appreciated. Since the last stage, then, has to supvoly
high voltage rather than high current intensity, the plate
resistances are permitted to be so high that the freauency
dependence of the internal resiastance from power supplies
which usually are stabilized can be disregarded. However,
in view of the frequency variation, the plate reei=tance
of the last stage must not exceed a certain value, because
parallel to it are located the cevacitance of the deflec-
tion plates as well as of the irterconnecting lines be-
tween amplifier and cathode-ray tuhe, Inasmuch as only
high-vacuum cathode~ray tubes are to be used, the output
of this amplifier must be fitt~d with a counterbalanced or
push-pull control capable of supplying the voltage sym-
metrical to the ground even by direct-current amplifica-
tion. The amplification difriculties are correspondingly
greater if frequencies higher than 10* Hz are to be cor-
rectly reproduced.

To sum up: given ample tubes =2nd current supply,
amplifiers suitable for operating loop or cathode-ray
oscillographs are obtainadble.

3. Pressure Yickup Input

The weakest spot of the pilezcelectric test method is
that theoretically charges must be measured. For this
reagson the afore-mentioned highly insuwlated input electro-
meter tube and the perfect insulation of all areas of the
line between plckup and magnifier are dictated. Vibra-
tions such as those caused by a running motor are not per-
mitted to produce test errors. This is essential especial-
ly in low-pressure measurements, becau<e the capscitance on
the input grid must br small in order to achieve suffi-
ciently high voltages. The vibrations cause, apart from
capacity changes, much more seriously disturbing chargzes
due to frictional electricity, However, special cables
are now commercially available by means of which these two
sources of error can be largely avoided,
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These sources of error on reading instruments, ampli-
fiers, current supply and lines, while known in general
outline, are usually not sufficiently appreciated on com-
mercial equlipment, as indicated in figure 4.

\.
4., Piezoelectric Pickup

Very little attention has been paid, heretofore, to
the vibration characteristics of the piezoelectric pickup

itself. The reason lies in the lack of suitable investi-
gating methods.

To be able to use the quartz crystal for gas pres-
sure measurements, it must be provided with a frame or
casing fitted for the purpose in hand, For the record-
ing of combustion pressures in engines, standardized
casing forms have been developed to some extent, since
the pressure measurement has to be made on the spark-plug
hole of the engine cylinder., The gas pressure, however,
ls transmitted by various means to the quartz, wheredy
the following facts must be borne in mind:

(1) The quartz must be protected from the hot com-
bustion gases, since its properties are to a certain ex-
tent dependent on the temperature.

(2) The transmission links should be of mihimum
weight and act like very stiff springs of linear charac-
teristics in order to assure a straight characteristic ~
and high natural frequency from the test arrangemegj:»

(3) The transmlgslon llnks should malntaln their
characteristics even during prolonged operation and not
be susceptible to temperature fluotuations.

(4) The reading should be independent of the type of
restraint on the pressure pickup by the engine,

(8) Vibrations should not affect the test result,

The conventional types of piezoelectric pickup rep-
resent a compromise between partially contradictory re-
quirements., In general, the gquartz plates are disposed
some distance from the combustion chamber so that the
gas passage Or a piston can be used as pressure trans-
mission medium, A gas passage has the particular draw-
back to the extent that for a sufficiently steep impulse
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it gives rise to natural oscillations which falsify the
results, In some design-types, such as those indicated
in figure 5, the gas passage is therefore divided in
several narrow channels for damping the natural osciXla-
tions of the passage. But this results in a Helmholtsz
resonator of comparatively low natural frequency, It
arounts to -

/"I i) . . ’ R
w = 2 1 f = J — . J
X = I} c / 71 N (:.5 )

for the pulsation at approximately constant air density.

Here

F -+ gsection of the channels

1l -~ channel length
v vclume of: resonator gapace
¢ =. 380 meters per second, the velocity of sound at 20° C

For the reproduced type it approximates to:

F =.7 %X 0,048 .square centimeter = 0,24 sguare centimeter
V.- 0.8 aubic centimeter -

I o= 1,7 centimetérs

whence

W, = 16,500 seconds~?

fo = 2630 Hz

far air in ncrmal state. alternating pressures of fre-
quencies of this order of maznitude will no longer be
able to renetv correctly on the guartz plates of the pickup.

The first natural oscillaticn of the pickup deter-
mined vy the trenesmission channel itself is . located at
2630 Hz, and hence limits.the practicability of the pick-
up for higher freguencies. ) .
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Filling the passage with a-piston or plunger, which-
for reasons of weight-saving was manufactured as a~“hollow
body, makes the mass ‘before the quartz plates comparatively
great, hence lowers the natural frequency,

Placing the quartz-itself in the threaded hole is
more beneficial ‘but, since the spark-plug thread usually
runs to 14 by 1,25 millimeters, the guartz plates and the
prressure surface of the pickup become very small, hence
1ts sensitivity will be less also, In addition, it is
difficult to install a pradtical water-cooling system,

In order .to keep the elastic travel of the guartsz
column with the correlated intermediate pleces and other
transmission links small and secure straight spring char-
acteristics, all contact surfaces must be carefully fit-
ted. To achieve a perfect contact of these surfaces, a
certain amount of pre-tension is required even with the
best polish, The pre-tension is furnished by a flat
spring or spring bushing, The advantages of the latter
were proved by Meurer in static tests, so that in most
cases the use of flat springs has now been abandoned,
The piezoelectric pickup described by Meurer is shown
somewhat modified in figure 6, ’

As late as 1958é the literature ascribed natural fre-
guencies of about 10° Hz to the then-known pressure pick-
ups. But gradually more caution was used in the treat-
ment of natural oscillations. There also has been lack
of attempts to determine the natural oscillationg of
piezoelectric pickups by excitation, which can succeed
only under certain conditions, which usually were not
correctly known and therefore could not be kept. We find
statements such as "the natural oscillation of the employed
piezoelectric pickup was located sc high that it could not
be excited even with a hammer." As may be shown, natural
oscillations can only be sufficiently excited by strict
Observance of a certain mass ratio between excited and
exciting mass., Moreover, it remains with the afore-
mentioned characteristics of the remaining test arrange-
ment whether the comparatively high natural oscillation
frequency, even when it has been started, can be amplified
and traced, The intenslty of the excitation of natural
oscillations 1s governed by the oscillation energy ZEg
transmitted by impact excitation on to the system to be
exclted. Under simplifying assumptions it can be computed
that the ratio m,/mp of exciting to excited mass of the
oscillator defines the oscillation energy transmitted to
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the oscillating system, as figure 7 indicates, It is
‘found that small masses are beneficial for the impact ex~
citation, which does not occur when a hammer is used.

But to attempt ‘to ascertain the resonance curve and hence
the frequency variation of the pressure pickup from the
complex free oscillation curve, as exemplified in figure
8, is very difficult, since it is, in general, a system
of many degrees of freedom with a great many natural fre-
quencies,

It is generally conceded that the resonance curve de-
fines the freguency limits within which the test instru-
ment can be used with satisfactory accuracy, The knowl-
edge of the vibration characteristics ig therefore of de-
cisive importance for the use of the test wethod, Ac-
cordingly the aim of the sutsequent study will be to de-
note the vibration characteristics of riezoelectric pilck-
ups by their resonance ciurves and to deduce therefrom the
rules for the design of piezoelectric pickuvs,.

IV, METEOD OF RECORDING OF RESONANCE

CURVES OF PIEZOELECTRIC I'ICXUFS

A 'method of producing alternating pressures of trace-
able edénstant amplitude (several atm, say) and any fre-
gquency of the order of magnitvude of 10* Hr is unknown.

The direct determination of the reconance curves of piezo-
electric pickups from the alternating stresses on the
gquartz under the effect of alternating pressures of con-
stant amplitude and variable freoguency was impos=idle,

An attempt was therefore made to use the body acoustica to
define the freguency variation; but it is difficult to
produce body acolstics of sufficiently great intensity at
high frequencies. Besides, coupling phenomena between
transmitter, transmission linke, and prescure pickup vi-
tiate the results., The electric excitation of the quartsz
plates by measns o0f the reciprocsl piezoelectric effect
offered a way out.

1. The Reciprocal Piezoelectric Effect
If a piezoelectric crystal is subjected to an electric

field that produces the stress U on the corresponding
crystal surface=, the crystal deforms, If the field has
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the direction of the x=axis (electric axis) the strain in
the direction of the x-axis independent of the size of the
quartz plate 1s

u=4,, U (4)

(For quartz it is d,, = 2.12 X 107*°  em/volt.)
At the same time, the crystal is strained,in the di-
rection of the y-axis by an amount

F.
v

where Fy 1is the quartz surface orientated at right
angles to the x-axis, Fy at right angles to the y-axis.

A clear explanation of the piezoelectric effects has been
given by Meissner, The previously electrically neutral
crystal cell is polarized by elastic¢c crushing of the erys-
tal lattice. Inversely, an electric field in a piezo-
electric crystal not only displaces the building stones
of the lattice but also changes its dimensions. The
strain of the crystal does not increase exactly linear
with the applied stress. But, since departure from lin-
earity is not appreciable except at much higher exciting
voltages than employed here, this can be completely dis-
regarded 1in the present instonce,

2. Theoretical Considerations

The theoretical prin01pleq of the test method are ex-

emplified on the plezoelectrlc pickup, sketched in figure
9

where

c, elasticity of the casing mass of the pickup rela-
tive to a mass of assumedly infinite size
(k"/Cm)

k, damping of system (m,,cy), (kgs/cm)

m, mass of pressure pickup casing (kgs2/cm)

cs elasticity of gquartz column and of pre-tension

device, as of the spring bushing (kg/cm)
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Ko, damping of sysﬁém (ms,cz)

ms mass disposed before quartz, as of pressure trans-
mitting piston

m
M2 mass ratlo -2
- e ml
f frequency of exciter forceg (Hz)
® pulsation of exciter forces (s-%)

2= w;‘:

fe_ 1 / Co

_‘ ?JTT‘\/ o5
X,,x; deflections of mass m; and my, positive down-
ward (em)
Py amplitude of force (zg.

Under normal use of the pressure pickup as pressure
instrument, the forces scting on the lowest surface,
that is, on mass my, are tne constant force of the pre-
tension and the alternating force P, sir W +t. The read-
ing consists of the length change x5 - x5 of the quartsz
column c¢;. The electric excitation of the quartz pro-
duces between m; and my; an alternating force which
periodically lengthens and shortens spring c¢;. Now the
resonance curve of the pickup traversed by the charge
amplitude on the quartz surfaces under variable frequency
of the alternating gas pressure can be put egqual under
certain assumptions to that covered by the amplitude x5
of the bottom motion of the pickup by electric excitation
of the¢ quartzee,

Assuming damping proportion~l to speed while dis-
counting gravity, the admission of mass my; with al-
ternating gas presgsure follows the law

Exy dx,

dx z
+C]_.K1+k1 —_— +Cg (Xl—xa) +k (G- 1. / =0 (6)
dt . dt | at

mi
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2

d x dx dx
my 3 2 1

n+ca(x3-xl)+k E{‘—a— = - Py sin W ¢ (7)

The transitory process is not taken into account since
the transitory state defines the resonande curve. The
damping forces are neglected for simplification, Then
we can wrilte:

- mlwaxl + Ci1X4 +, Co (11 g x;) = 0 (8)

2
- mgw x3 + ep (xz = x3) = - Py (9)

The defleetion x,/P, referred to unit force is

Xq Cz
.- 5 (10)
P, w® (mymg WP~ comy - cymz - cpomz) * Cicp
and
x 1 CaX
= = ~—-—:————-<1 - —i-l> (11)
Pq ny W=~ cg ko
whence, after seversl changes: :
Xp= X, 1 P 4 ( > (12)

B, =mgw2[1- _f;_>a]<l+[1-{\%/ej[ <i‘ AT o >>

By electric excitation of the guartz plates it gives:

- mlngl-*' Cy X,y + ,j(.l)klxl + Cg(xl - "Cg)+ jwkz(xl - xa) = PO (13)

- m2w°x24-cg(x2-—x1)+ joka(x,-x,)= - P, (14)
whence

2 o . o . 3 2 .
x; - mpw [0 (myma” ~ A)+ cyea)+ jw ma[-w B+ D] (15)
Po [0®(mmaw® - &) + ¢,05]% + 0®[-w® B + DJ°

where ¢
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A = mye; + mge, * maey * kyk, (kg%sg/cme)
B = m1k3 + makl + mzkg (kggsz/cma)
D =kyc5 + kzcy (kgsfem?)

The deflection of the bottom surface determined by the
test method is

2 - B 2 2 . a
X2 (mpP= co)+ juks X1 W(kps - mpCa) tCa = jmaw ks

E; T (moWwP- c,)E 0Bk Pg (mew® - c2)® +05k,” (16)
whence, neglecting the damping forzceg again,
[ )7
Xp 1 Pen T/
Py & . [Ta¥ <}'+'r AN (2] £\ 2 17)
w1 l-{ —/ T - W = T T g
S N RN | AN B NE
or the same expreééion as obtaired for {(xp - xl)/Po by

admission of mass my; with alternating-gas pressure.
Hence the desired reson=ance curve can be obtained by
electrical excitation of the gquartz plates and subsequent
measuremnert of x5. This holds true under the assumption
of small damping forces.

The resonance points for (x5, - x,)/P, follow from
the relation

£4 o £ (1 + pay) £,2 + £,77 + £,7£,7 = 0 (18)

after\equating the denominator in the brackets of eacua-
tion (12 to zerc.

Then

2 _1 \ 2 : r o 2 e
£ = 2 [(1+Rg T3 +f1jiJf%L(1+“ggfg-+f1]§-f‘f . (19)

For purposes of illustration figure 10 gives several res-
onance curves computed according ts eouation (12), the
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required constants of the ‘oscillation equation being as-
sumed. The gPraph brings. out the effeect of the distortion
term contained in the bracketed term of equation (12).

For the small mass ratio ugy; = 0.01 of case b the res-
onance curve of the coupled system is practically in
agreement with that of the simple system (mz,cz), except
for the very narrow frequeney range in vieinity of 500 Hz,
where it is changed by the resonance of the system (m,,c,).
But for mass ratio mugzy; = 0,25 of case a the conditions
are otherwise.

It may therefore be assumed that for small mass
ratios the distortion will be very low even for compara-
tively little damping. This was, in fact, borne out in
the subsequent studies (fig. 38). It proves the advantage
of a small mass ratio which is best secured by a reduc-
tion of the mass my; placed before the quartz plates.

3. Measurements with Sound Pressure Meter

The excitation of piezoelectric pickups with electric
alternating voltage had been attempted elsewhere without
success., In particular, there was a lack of test methods
for proving the resonance areas. In the present instance,
we succeeded in getting an audible tone by exciting a
piezoelectric pickup with alternating voltage of audio-
frequency., Although very weak, 1t could still be measured
with a Siemens-Halske sound pressure meter., With appro-
priate test equipment distinct resonance points were
traceable which permitted a record —~ even if not very
rlain - of the resonance curve.

With this in view the teste, illustrated in figure
11, were undertaken., The quartz plates a of the piezo-
electric pickup D are excited by buzzer S5 by progressive-
ly varying the fregquency f but keeping the voltage con-
stant, causing the pickup to forced oscillations in x-
direction, The sound pressure p produced hereby charges
the condenser microphone KM of the sound pressure meter
§M, Because of the low sound intensity the distance be-
tween D and XM had to be kept small - between 5.6
and. 40 centimeters.

The experimental chamber had normal room walls and
were not free from reflection. Resonance curves recorded
by this method on the pickup of figure 12 are shown in
figures 13 and 14, In figure 13 the pickup was mounted
on a soft base facing the condenser microphone, It af-
forded only two distinct resonance areas.,
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To simulate .the actual conditions on an engine the
plckup.of figure 14 was sorewed into a 133- by 175~ by
20-cubic millimeter steel plate. Then the total assembdly
was placed in a box padded with glass wadding in order to
minimize the reflection capacity of the walls. The radia-
tion is considerably increased by the steel plate so that
even smaller departures from the initial deflection could
be detected. The first resonance peak, very little
damped, occurs at 3150 Hz. Further, more vigorously
damped peaks follow in direction of rising freguency, the
position of which varies, however, with t he distance be~-
tween pickup and receiver, Here the length of the air
column between pickup and microphone seems to be of some
influence, The next resonance peak, which is high, weakly
damped and independent of the distance x Dbetween pickup
and microphone, occurs at about 11,500 Hz. It ig situated
at approximately the same place as before in figure 13,
The resonance points of the pickup could be accurately
enough ascertained by varying the screwed-on mass and the
distance, but as the use of condenser microphones stops
at about 10,000 Hz, the higher frequencies_ obtained in-
volved either the design o0f a new microphone or else a
modification of the method, In the first instance, the
interference tendency of acoustic measurements would re-
main,

4. Improved Method

The oscillation amplitude of the pickup bottom is-
ougside of the resonan%F'of the order of magnitude of
10 millimeters = 10 A, It is smaller by about 3 powers
©0f tens than the wave length of visible light so that
stroboscopic interference methods with visible light, for
instance, would no longer suffice for the measurements,
In consequence we retained the principle of the test meth-
od while modifying the test element.

Calculation of measuring effect.- In the new version

indicated in figure 15, the bottom surface b of the
pickup faces a flat electrode a at distance d so that
both surfaces form the poles or sides of a condenser C,
This condenser is charged across the resistance R Dby a
battery with ‘voltage E. Moving the dottom surface by
Ax in direction x wvaries the capacitance C., The
variation in charge produced hereby induces a current
through resistance R whieh causes a voltage drop at R,
In this manner -a periodic distance variation produces a
periodic alternating voltage on- R which is fed into the
grid of an amplifier tube.
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For the calculation the capacitance variation is as-

sumed to follow the law

C=0Cp + 0, sinwt

whence, according to figure 16

. _ L
E~ iR = 5 JF i dt

(B -~ 1 R) (0, + C4 Sinwt)=fidt

and

Differentiation with re<spect to t affords
(Co+Cy sinwt) R%%+(l+RwClcoswt)i—Ew01 coswt =0
With the Fourier series

i = I, sin (Wt + ;) + I; sin (2wt + ®;) +
for 1 as function of +t, the coefficients are:

C, B

C 2 a2
o/R +<_1_>
wC,

Il =

and

<cl\g ER
Ie - - Co)

. 1 X7 2 1 \3]
R +( — ( 4R° +
/f_ (wco inl <w00/

For small values of 0;./C, all terms other than

(20)

(21)

(22)

(23)

(24)

(25)

(26)

the first can be ignored. Then the alternating voltage

on R 1is
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‘u = 1R Ei sin wt (27)

£ O, R
Jo C
2 o 1 \8
+
<®Co/

This voltage is independent of the frequency @ for
great (¢ and approaches the constant limiting value

E ©C,
/2 Co

Thus by keeping

(28)

1
R>(1)C

5 (29)

U %becomes practically independent of the frequency. In
that event, the time constant of the circuilt (R,C) is
great compared to the period of motion, and the test cir-
culg of flgure 16 acts like the replacem@nt cirecuit (fig.,
17a

With j =+ -1 , we therefore get

1 R

g ___1 . Ui_
E E |

L. L

2 1 \?

and the effective value

E C,

R
V3 Cq /B 1 \2
/2 (w7)

But the capacity C ' of the control arrangement and of

the tube which contributes nothing toward the measuring
effect is still parallel to R, hence

(30)

U =
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E C . 1
U= — 5= — < (31)
P % (2
Co /
according to the substitute (fig. 17b)
c,
For — =z Lx it then becomes
c, ~ a
bx 1 (32)

a
i
ol &

()
+ | —
1 T,

Design of the measuring setup.- The valuation of the

design of the measuring setup is to be based on a suita-
ble quartz pickup in which the elasticity of the pre-
tension device is mild in contrast with the elasticity of
a quartz column consisting of two quartzes. Sub jecting
such a column to a voltage of about 200 volts causes it
to change its length by

AX = 2d11 U
2 x 2,12 x 107%° ¢n/V x 200 V = 0,848 x 10”° mm

This length change is independent of the column dimen-
sions. Selecting the electrodes as circular disks with
a diameter of 7.6 millimeters and a digstance of 0,003
centimetergs we. get

€T
o L £F

0 d -

. ‘ PF | L ,.‘ '
0.089 0,453 cm? .
® r ‘= 13.4 pF

.-“l )

0.003 cm

At a condeﬂéér voltage of 300 wvolts and an estimated con-

trol and valve capacitance of CO' = 20 pF we get

Ax 1

ax .
d 1+ o)
GO

-3
= 2.25 X 10 Veff.
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In order to obtain a reading apﬁfbximately independent
of the frequency at above 1000 Hz it 1s necessary that

1
w(Cqy + Cut)

R

Hv

= 4,77 MQ

We decided on R = 10 M), with a grid resistance of 20 M
across a coupling condenser of 1000 pF connected in par-
allel, thus making the effective resistance about 6.7 MO,

Counting with a 100-fold excess departure in the
case of resonance leaves a voltage of 0,23 volt- for the
input grid of the amplitude recorder, Since this excess
at resonance was not known for the time being, a measuring
range from 1:1000 was provided, The absolute amount of
input voltage increases with the condenser direct voltage,
the upper limit of which is determined by the flash-over
voltage. The input voltage is further amplified and rec-
tified in the vacuum tube amplifier (fig, 18) so that the
plate current of the ocutput tube is an indication of the
input alternating-current voltage, For accurate coverage
of the 1:1000 range with the reading instrument, the am-
plifier is fitted with variable p tubes and automatic
control,

The input stage has a T 113 electrometer tube suit-
able for high grid resistance, The plate resistance of
all stages is 20,0008 in view of the amplification of
the fregquency band from 103 to 10° Hz, affording a suf-
ficiently small amplification drop up to frequencies of
10% Hz, The grid of the second stage (AF3) is affected
by the regulating voltage of a duediode AB 2 which, at the
same time, takes care of the detection of the amplified
measuring voltage, The direct voltage occurring on the
second plate or load resistor of the duodiode is once
more agmplified by a direct current amplifier stage after
being filtered bty a R,C member and the plate current of
the last stage measured with a 100 (Siemens-Halske)
instrument.

"In ‘this test method the pickup itself forms one
electrode of the condenser microphone, thus removing the
dlsturblng frequency limitation of the test range to
10%* Hz and the disagreeable effect of the air path between
pickup and microphone,.
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Provisions had been made t0 keep the electrodes a

-and b (fig. 15) under vacuum so as to raise the suscep-

tibility of the test setup by a maximum condenser direct-
current voltage. 3But it was found that the measuring ef-
fect below the minimum voltage of Paschen's law (air about
330 volts) was amply sufficient, Thus the disagreeadle
vacuum was avoided. The pickup was arranged upright.

The electrode a forms the front of an elongated cylinder,
which made it possible to bring it near to the bottom sur-
faces of pressure pickups having a gas passage as pressure
transmission link, This cylinder is mounted in the center
of a heavy steel plate (fig, 19) originally intended as a
pump plate for a vacuum bell and keeps vibrations away
from the electrode. Then the entire unit was mounted on

a shock-proof table, thus assuming good body acoustic
isolation. The steel plate rests on a U-iron frame, dbe-
low which the amplitude recording instrument is arranged
s0 that it can be connected to the measuring finger by
meang of a low capacity plug connection, with the result
that the additional control capacity lowering the meas-
uring effect, can be kept small. The pickup together

with the bottom surface is advanced toward the measuring
finger by means of a support with vertical micrometer ad-
Justment, the driving spindle of which permits a reading
to about a 1/100-millimeter setting., The support is
mounted on an upright steel plate held by an angle-iron
frame., The pickup can be mounted into the support by
itself or in conjunction with a large mass, Since the
movement of the masses through the spindle of the support
did not appear to be satisfactory, the arrangement indi-
cated in figure 20 was resorted to. The weight is divided
over the three spindles of the locking ring. This assures
correct adjustment of the capacity Oy even with large
masses. Coupling between test specimen and vibration
susceptible parts of the setup are avoided by imbedding
the test specimen in soft rubber. In spite of the meas-
ures to guard against body acoustics, the setup was sus-
ceptible to atmospheric sounds so that the measurements
had to be made at special hours of the day.

The current source for the wvariable freguency was a
home-made beat buzzer with a freaquency up to 12 kHsz,
which was subsequently replaced by a Siemens-Halske prod-
uct having a 100 Hz to 100 kHz frequency range. The fre-
quency uncertainty after calibration amounts to 0,005 f %
26 Hz, However, since this buzzer supplied woltages of
only about 20 volts, it had to be raised to about 150
volts by a plate fed last stage. The complete setup is
shown in figure 21,
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V. MEASUREMENTS

The measurements were made with the follow1ng ends
in view. ‘ .

(1) The piezcelectric plckups were to0 be explored in
the range between 1 and 100 kHz, B

(2) FPor the recording of the resonance curves, only
relative values of the ordinates are reguired,

(3) The reading of the amplitude recorder in the
neighborhood of 1 kHz is very little dependent upon the
frequency and the amount of capacity C,. The latter is

to be kept as constant as prssidble.

(4) Because of the automatic control of the variable
W tubes, the reading is apprnximately logarithmlic rather
than linear,

(5) The amplitude recorder can be calibrated with
the hook-up shown in figure 17b; it affords a voltage
which at frequency f produces a deflection Aa of the
reading instrument and serves as a relative indication
of the motion amplitude of the pickup bottom,

L. Frpcﬁency Variation and Calidbration
Gurvés‘of Amplitude Recorder

‘Follawing a number of preliminary tests for perfect-
ing the equipment, the frequency variation of the ampli-~-
tude recorder, shown in figure 23, was determined on the
hook~up indicated in figure 22. It is a trifle higher
at higher amplitudes than at lower amplitudes. This is
due to the fact that, because of the automatie control of
the instrument, the overating point of the variadble g
tube ghifts at higher amplitudes toward the lower, more
turved part of the tube characterigtics so that the
higher harmonic volume increases because of greater dis-
tortion. ‘But the higher harmonics are not evenly amp11~
fled so that the amplitude is weakened

The findings for three freouencies -are shown in fig-
ure 24. These curves are valld for a definite capacity
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Co ionly:., ‘Gonmseguently ‘the dorxreet C4 'had to'be -estab-
lished every tlme‘durlhg ‘the preosure'pickup investiga~—
tions. ‘It was accomplished By adjustment of a correspond-
ing distance of the bottom surface of plckup b and the
opposite electrode a, as the 1nternal capacity of the
amplitude recorder remains the same.

2. Study of Piezoéléctrié Pickup’
of Various Types and Sources

The study included the following types:

(1) Piezoelectric pickup, manufacture A (fig, 12)
(2) Piezoelectric pickup, manufacture B
(3) Piezoelectric pickup, Médrer type (fig. 6)

(4) Piédzoelectric pickup with prestressed flat
spring (fig. 26)

(5) Special design with welded spring bdbushing
: (fig., 27)

(6) Special design with threaded spring bushing and
with gas seal (fig. 28)

(7) Same as 6, ready to operate, with gas seal
(8) Spring bushing as in 5 and 6 (fig. 29)

Some of the pickups were tested with and without a
threaded mass substituting for the enginé casing mass.
Since the resonance curves below 1000 Hz were not deter-
mined, tne qubsequent curves ¢carry the ratio x/xa as

ordinate, x . denoting the deflection of the pickup bot-
tom at frequency f and x5 the deflection at the be-
ginning of the .resonance curve, usually at 2000 Hz,

In_ order to emphasize th= resonance -curves only the
measured points shown as small rings are given, in figure
3l. The test points are just as close in all curves.
"The resonance curvés were slowly and evenly covered so as
to deflnltely secure all max1mum and minimum values with
closely spaced test points, " Duplications of the measure-
ments with the same setup showed complete agreement of
the curves,
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Piezoélettric pickup, design A (wt. 161.8 grams; fig.
12; resonance curve, fig, 30).,~ This pickup is character-
ized by the mechanical prestress of the guartz column
accruing from a comparatively heavy flat spring made of
one piece with the lower part of the casing. This makes
the pre-tension dependent upon the-temveratiire of the flat
spring and the tightening of the threaded connection due
to the threads of the pickup in the spark-plug hole., The
pressure transmission link is a plston, No water cooling
was provided,

~

Curve a, piezoelectric pickup without mass: The
first minor departure from the initial deflection occurs
at 3750 Hz, followed by another at 4750 Hz, There are
two fairly undamped maximum values at 8950 gnd 9500 Hz,
which should be regarded as natural freguencies. The
maximum at 9500 Hz.might be attributable to the mass of
the pressure transmission piston, elastically supported
on the gquartz column and the elements in between.

Curve b, piezoelectric pickup with mass: -On loading
the pickup with a mass (fig. 20) of about 3,6-kilogranm
weight* the maximum values shift consideradly and new
maximum values occur, Herewith the practicability of the
pickup is restricted to the range uptebout 2000 Hz, In-
cidentally it is pointed out that the position of the
maximum values can-be varied only through the varyingly
severe tightening of the pressure pickup while attaching
or removing the mass in the different test series, This
is especially true -on this plckup design becaunse .the pre-
tension of the quartz column is produced by a flat spring
which is machined from one piece with -the casing. -

Piezoelectric pickup, design B (wt, 183.9 grams;
resongnce curve, fig.32).~ The quartz column of the piezo-
electric pickup comprises elght ouartz plates which re-
ceive their mechanical initial stress largely from a flat -
spring, which, however, is not solidly dbuilt in on the
edge, but whose edge rests only on one side while the
center of the opposite side presses agairst the quartsz
column, The link tranemitting the pressure is an elon-
gated piston secured by a thin diaphragm which presses it
against the flat spring and seals the plickup against gas.
There is n¢ water ¢ooling,

*Hereinafter the weight is always to be construed as the
weight of the loading masses,
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Pickup with mass of about 3.6 kilograma: The first
minor departure from the initial deflectlion showed at
‘about 5500 Hz, the first major departure at 8200 Hz, The
natural freauencies are locatéd at about 16,600 and 18,000
Hz., It is practical for recording vibrations up to about
5090 Hz. The maximum values are damped very little.

Piezoelectric pickup according 'to Meurer (wt. 268.0
grams; fig, 6; regsonance curves, fig., 33).~ This pickup
has water cooling. .The mechanical prestressing of the.
quartz column is effected by spring bushing,. Jts short-
coming lies in the gas passage as pressure transm1351on
link, .

Pressure pickup with mass of about 2,6 kilograms:
The first departure from the initial deflection og¢curs in
curve a at 6500 Hz, The marimum values are situated at -
23,600 and 24,400 Hz., Since the departures at 11,900 and
12,300 Hz appeared to be due to higher harmonic waves of
the exciting voltage, a second test series (curve) was
carried out with the mass before the quartz plates in-
creased by a threaded additional mass. This shifted the
maximum values from 23,600 and 24,400 to 15,0560 and 16,300
Hz, but the departures at 12,000 Hz and that at 6500 Hz
remained at the o0ld place, which d4id not support the pre-
vious suspicion, and at the sarme time proved that the max-
imum values at 23,600 and 24,400 Hz are actually attridbut-
able t0o the oscillation of the mass before the auartz.
This pickup would be practical up to about 5000 Hz if the
pressure transmitting passage d4id not already cause diffi-
culties at low freaguencies.

Piezoelectric pickup with pre~tension flat spring
(wt, 245,3 grams; fig. 26; resonance curve, fig. 34).
This pickup also® has a water-cooliung system consisting
essentlally of an annular channel in the bottom of the
casing, The mechanical pre-tension of the auartz column
18" accomplished by a flat spring of about 100 kilograms.

Pressire pickup with mase of about 3.6 kilograms:
The first departure from the initial deflection occurs at
3050 Hz, the maximum resonance values at 525C and 8750 Hgz,
This pickup can therefore be used for recording vidbrations
up to about 2000 Hz, Since this, like the pickup of de-
sign A, shows maximum resonsnce values at very low fre-
gquencies, it is concluded that such plckups with pre-
tension flat springs are not suitable for high-frequency .
measurements. ’
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"Pickup .of special '‘design with welded 'spring bushing
but without gas sealing membrane (wt, 66.5 grams; fig. 27;

resqriance curves, fig. 35).~ The outstanding feature of
this design iIs its .small bulk, notwithstanding its satis-
factory water cooling. The plug is spot-welded into the
spring ‘bushing which furnishes the mechanical pre-tension
of the quartz column, The spring extends into the
threaded connection and provides a smooth fit of the
pickup boéttom, hence eliminates separate pressure trans-
mission links. The pin of the middle electrode is posi-
tively connected with the plug pin by means of a very
flexible spiral spring which amply insures mechanical un-
coupling. The gas seal necessary in pressure measurements
was omitted in this test,

Pressure pickup with mass of about 3.6 kilograms:
The first departure in curve a occurred at 11,300 Hz and
was trifling. Only one resonance maxXximum occurred at
44,300 Hz and it was weakly damped. To denote the effect
of the mass of the plug on which the amplifier cable is
connected, the aluminum-plug bushing was replaced by a
30.7-gram mgss Oof steel, The resonance curve maintains
its character, as 1nd1cated bv curve Y.

The~éavantgge of this over the flrst four other
pickups is startling. It can be used up to about 11,000
Hz as Oqc1llation recorder.

Pickup of special design with threaded spring bush-

" ing without gas sealing membrane (wt. 64.2 grams; fig. 28;
resonance curves, figs 36 and 37),- The threaded spring
permits removal of the quartz from the bushing for clean-
ing., The gas sealing membrane was not in operation dur-
ing the recording of the resonance curves in order to
preserve comparability with the preanoeding curves.

Pickup without mass: This pickup was first explored
without mass loading (fig 36, curve b). The first de-
parture from the initial deflection ogccurred at the very
low frequencies of 1000 to 3000 Hz. The cause of it was
traced to the connecting rod between central quartz elec-
*trode and pin plug which starts oscillations in the pin
and thus causes the departure. After the originally
rigid connection of the central guartz electrode with the
pin plug had been replaced by a very flexible, thin
splral spring, the cause disappeared (fig. 26, curve a).
However, the next test series with the improved pickup
installation disclosed that the minor departure occurring
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at about 12,300 Hz had shifted toward 10,900 Hz, This
proves that the location of the resonance 1s also depend-
ent upon the contingencies of the restraint in the as-
sembly so that pressure pickups of the same design may
manifest somewhat dissimilar resonance curves.

Piezoelectric pickup with 3.6-and 0,73-kilogram mass.
4 change in mass from 3.6 kilograms (fig. 37, curve a
to 0,73 kilogram (curve b) produced no marked changes in
the lower frequencies, nor could a 30,7-gram 1increase in
contact mass be detected on the resonance curve (curve c).
In contrast to pickup 5 the principal resonance area is
situated at about 40,500 Hz, or 3800 Hz below that of the
welded version. In accord with this the welded connec-
tion is superior t0 the threaded connection for achieving
higher natural frequencies for equal spring pre-~tension.

Pickup of special design with threaded spring bush-
ing, finighed with gas sealing membrane (wt. 68.5 grams,

fig. 28; resonance curves, fig. 38).- The gas sealing
membrane required for gas pressure recording is 0,05
millimeter thick. It is attached on the bottom of the
spring bushing with a screw of heat-resistant steel, which
forms the bottom closure of the pickup. A threaded ring
of the same kind of steel holds the membrane on the cas- .
ing, the gas seal consisting of thin copper gaskets.

The clearance between the screw and the threaded ring is
0.2 millimeter so the forces on the membrane are small
and prolong its life. The bottom of the pressure pickup
is smooth except for the 0,2 millimeter wide and 1l,2-milli-
meter deep ring slit. The cooling of the casing and of
the spring bushing in the threaded connection has proved
satisfactory even by detonating operation. - ‘

Pickup with 3.6-kilogram mass: The resonance curve
manifests only minor-variations. The first departure
from the initial deflection occurs at 11,300 Hz, the prin-

.cipal resonance at 89,000 Hz, With knowledge of the fre-

quency to be measured, this pickup would insure amplitude
records practically up to 30,000 Hz with relatively small
errors,

In the tests, so far, the loading mass had been
screwed  to the pickup over an iron-asbestos ring exactly
as for engine operation. This ring was now replaced Ty
an aluminum ring (curve b). It resulted in a new depar-
ture at about 4600 Hz, which probably corresponds to-the
oscillation of,the sound concentration formed by pickup
mass, loading mass, and elasticity of screw Jjoint. This
oscillation is not detectable when the iron~agsbestos ring
is used,
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A- series of tests was also made on this pickup with
increased mass before the quartz (curve c¢). The principal
resonance areas were found te6 have shifted downward. The
maximum departure occurred at 33,200 Hsg,. In addition,
new resonance areas occurred. The tntire curve becomes
more uneven in the low frequencies., The first minor de-
parture, however, remains at ite position of 11,300 H=z.

Springs of the pickup of a special design with welded
or threaded thrust block (fig, 29; resonance curves, fig.
39).- The two springs differ only in the closing piece.
While the welded version is simple to manufacture the
threaded bushing requires much more care, especially dur-
ing assembly because of the linear dimensions involved.

In order to prevent corrosion through the cooling
water, the bushings should preferably be of rustproof
steel or else rustproofed. Since the bearing surfaces of
the quartz crystals require a carefully worked and level
base, the lowest electrode is formed by a steel disk
machined on one side which is pressed in the bushing bot-
tom between an aluminum gasket which causes the aluminum
to spread and fill the space in between, The resonance
curves indicate the superiority of the weld., The welded
version (curve a) with a weight of 9.1 grams as against
15 grams for the threaded (curve b) indicates a very fa-
vorable course of the resonance curve as far as the prin-
¢cipal resondnce area; the sole minor departure occurs at
35,100 Hz, Then there is no more departure up to the
principal resonance which is located at 70,000 Hz, It
seems as if the departure at 35,100 Hz were due to a
higher harmonic of the exciter voltage. There are smaller
maximum values at 73,000 and 73,500 Hz and ultimately a
slight departure at 77,600 H=z, In contrast hereto, the
threaded version (curve b) manifests the first departure
at 22,000 Hz, The first major departure occurs at 48,400
Hz, the principal resonance at 62,400 Hz, On the whole,
the curve is much more uneven than for the welded version,

VYI. TFINDINGS

The resonance curves of the piezoelectric pickups in-
dicate that eveén the best design types explored here man-
ifest departures from the initial value even in the ap-
proximately linear portion, and they are far greater than
the errors involved in static measurements, Hence, static-
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calibrations of piezoelectric recorders maintaining an ac-
curacy of 1 percent or better can be fully utilized only
if, in addition to the knowledge of the resonance curve,
the frequency of the vibration under investigation can be
determined. The experiments indicate the superiority of
pickups 5 and 7 over the others. Oonclusions can be

drawn concerning the design of sugh pressure pickups and
the frequency ranges-obtainagble.

To begin with, the design should be as simple as pos-
sible so as to afford oscillation patterns with few degrees
of freedom; the more complicated the design the more de-
grees of freedom must be expected,

The pre—-tension by spring bushing is superior to
that by flat spring.

The mass before the quartz should be as small as pos-
sible, even though the freguency scope is not solely gov-
erned by the mass before the quartz, but by much lower
natural freouencies obviously due to the oscillations of
the casing or the threaded connection. Even so, the ac-
tion of the masses before 2nd behind the quartz is con-
tributory toward the distortion of the resonance curve of
the system (ms,c5). Admittedly the ratio of the masses
could be kept at a minimum by increasing the mass behind
the quartz although mass concentrations behind the quartsz
conceal the hazard of formation of new configurations sus-
ceptible to oscillation.

Screw connections should be kept at a minimum., The
welded joint seems superior to the threaded joint.

Gas passages with or without damping should be
avoided, since they frequently ghift the upper frequency
limit much below that obtainable on the mechanical oscil-
lation system. The amplitudes of pressure vibrations can
be obtained with aceceptable accuracy up to 10,000 or
11,000 Hz with pickups 5, 6, and 7, and fregquencies as
high as 26,000 Hz by admittance of greater errors within
a limited frequency range.

If the reguirement for the measurement does not
specify the use of the svark-plug hole, the welded spring
bushing could, for ‘instance, be mounted direct into the
wall of a combustion bombd, In that event, frequencies of
50,000 to 60,000 Hz are recordable. ' Since the explored
spring bushings were designed for .ingtallation in pressure
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-pilckups of engine cylinders, they aré readily adaptable

to combustion bomd use by making the dushing bottom thin-
ner ‘and using foil for the middle electrode of the guartz,
This should ‘'raise the principal natural frequency to
100,000 Hsz,

The employed test -method has proved satisfactory,
and so closes the gap heretofore existing in the correct
analysis of piezoelectric recorders, The study of pres-
sure pickup, recorder, -and accessories now permit a satis-
factory appraisal of the oscillation characteristics of
the whole test arrangement.

DISTURBANCE OF PIEZOELECTRIC RECORDER

READINGS THROUGH MASS FORCES

~

In the pressure measurements on engine cylinders by
piezoeglectric recorders the gas forces are superposed by
disturbing mass forces produced by the pickup. Methods
of combatting theese forces areé describved, The elastic
suspension of & measuring quartz is-analyzed; heretofore °
unobserved potential errors were appraised and checked by
experiment, Suggestions for removing the sources of
errors are outlined.

VII, PROBLEMS T EE

The aim in engine resdarch to measure pressure proc-
esees with a minimum o0f inertia has brought about the de-
velopment of the piezoelectric recording method which af-
fords the correct measurement of much more rapid pres-
sure c¢hanges than any other known method,

Its practical limitation is governed by the oscil-
lating propertiecs of the piczoelectric pickuv. Unfortu-
nately fthis method is affected with mass forces which, in
the piezoelectric pickup illustrated in figure 4Q, are sudb-
stantially due to the mass of the pressure transmission
links d and b and to a lesser extent to the mass of
guartz a, Eliminating the pressure transmitting piston
d, replacing the central elec¢trode b by a thin foil,
and using smaller .quartz plates results in a marked
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reduction 6f the mass forces. ‘At accelerations equal to
1000 times gravitational acceleration, for instance, a
quatrtz cylinder of 6 millimeters in diameter and 3 milli-
meters in height would produceé a mass force of about 0.220
kilogram. ' Since forces acting on the quartz in engine
pressure measurements are usually by about two orders of
magnitude higher, the problem of mass forces would be
largely solved if the mass of the pressure transmission
links could be eliminated., It would even afford high
natural oscillation characteristics for the pickup, since
the mass forces and oscillation characteristics are
jointly determined by the masses existent in the pilekup.
Because of the thermal stress on the pickup in the engine
cylinder some mass, even though small, before the guartsz
is unavoidable. As a result different ways of making the
mass forces ineffective for the reading have been attempted.

VIII. CONVENTIONAL ARRANGEMENTS
WITH LOWER MASS FORCE READING

l, Use of Double System

The mass force reading can be minimized, according
to rostlethwaite (reference 26), by the use of two sys-
tems in the pickup unit: a pressure aystem and a vibra-
tion system. But the second system responds only to the
accelerations, not to the gas pressure. The vibration
system is arranged to deliver an equal and opposite elec~
trical charge from that delivered by the pressure crystals.
Unfortunately, this measure results in making the pickup
falirly big and its cooling difficult and probably renders
the exact balance of the systems difficult, In addition,
the second system creates a new vibration pattern.

2. Use of Balanced FPiezo with Different
Piezoeleetriec Modulus

Bekesy (reference 22) utilizes the relation of the
piezoelectric constant and the direction of cut of the
quartz. 3By appropriate choice of modulus and of the
masses 0f the system, a vibration unit unresponsive in
plckup axis direction can be bdbuilt up with two quartsz
crystals. According to figure 41, for instance, the
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guartz masses  are identical,. The piezoelectric modulus
of the upper guartz is only a third of that of the lower,
both pieces of quartz being arranged to deliver obposite
electrical charges. Thus, the mass of the central elec-
trode is twice as great as that of the cover plate. By’
reason of the differential connection of the two quartsz
erystals, the sensitivity drops to one~third of that of
the conventional quartz arrangement, for which the in-
gensitivity is exchanged for reduced vidbrations.

3. Blastic Suspension of Quartz -

Lastly, there are the attempts by Fahrentholz, Kluge,
and Linckh (reference 23) to minimize or suppress the ef-
fect of the mass forces above a sgpecified frequency by
elastic suspension of the quartz, In the diagrammatic
sketch of the pickup (fig. 42) one quartz is suspended
between two flat springs which maintain the quartz simul-
taneously under initial tenslon, the upper one serving as
tapping electrode for the gquartz charge and being there-
fore highly insulated. The quartz surfaces are curved.

Because of its simplicity, this arrangement is
studied in detail.

IX., "THEORETICAL ANALYSIS OF THE ELASTIC SUSPENSION

OF QUARTZ BETWEEN TWO FLAT SPRINGS

Notation
A proportional factor (V/kg)
a motion amplitude (cm)
b acceleration (cm/sé)
c elasticity {xg/cm)
T surface (cm?)
f frequency (Hz)

f,..4 natural oscillatidn characteristics -(Hz)
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m mass (k& s°/cm)

P " force (kg) |

pe) pressure (kg/em®)

x deflection (cm)

- 3 deflection of mass my; (em)
w angular frequency = 2m f (1/s)

1. Natural Vibration Characteristics and Mass Forces

What is the conduct of this system relative to its
natural vibration characteristics, the mass~force indica-
tion, and the gas-pressure reading? As to the first, the
resonance curve of the system 1s largely informative. In
order that the statiec calibration retain its validity at
high frequencies as well, the rescnance curve must mani-
fest nc marked departures thro.chout the entire freauency
range concerned, Resonance curve and static-calibration
curve should retain validity even for simultaneous ap-
pearance 0f gas pressure and magss forces. Information
concerning the resonance curve can be obtained by first
attempting to estavlish the natural vibration characterig-
tics of the system, The system indicated in figure 42
can vibrate preferably in two naturel vibration modes,

In the first mode the flat springs lying against the
quartz execute opposite metions; in the second, quartz
and flat springs vibrate synonymously against the casing.,
The natural vibration characteristics f,; of the first
which is relatively high depends upon the spring mass,
the size of the quartz, and the properties of the contact
surfaces. Since the masses of the flat springs load the
quartz, £, is situated correspondingly lower than the

natural vibration characteristics of the quartz alone.
Several hundred thousand vibrations per second should be
attainable.

The vibration characteristiec f, of the second mode,
indicated in figure 43 by the mechanical substitute pat-
tern of this mode, 1s defined in the sum my; of quartsz

masses mq and flat spring masses myp and, in addition,
by the elasticity ¢, and ¢z of boeth springs relative
to the casing mass Ma which may be assumed to be very
great. It is to be noted that ¢, and ¢ represent the
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concentrated forces that effectuate & deflectlon of 1
centimeter. It is expedient to visualize these deflec-
tions as being so small at first that the elasticity
values may be considered constant. By major deflections,
whether due to mass forces or gas forces or both, this is,
of course, no longer permissible., The f; of two flat
springs 0,2 millimeter in thickness and 8 millimeters

in diameter and a 3- by 6-millimeter quartz amounts 1o
several thousand vibrations per second, More flexible
springs would put f; lower but, at the same time, would
also lower the pressure-rccording range for reasons of
strength,

The effect -of vibrations of the piezoelectric pick-
up on the tension at the quartz, that is, on the reading
of-the instrument, is analyzed first.

If the casing mass mg of the substitute vibration
system irdicated in figure 43 executes vibrations under
the effect of acceleration alternations of amplitude b,
of freauency £ and amplitude a, the deflection x,

of mags mp, with damping discounted, is:
. - acx -
a : —
Be 12 +-clxy, - a sinw ?) = 0 (33)

After the transitory state a simple calculation

gives the amplitude of spring travel x = x, - a of
spring ¢ with c/mg = u&z at
Xx = - —B2 (84)
wza _wa

and the mass force amplitude of mass mz; at

e 2

2 _ =2
W-, w

Py = mpw® (x + a) = cx= - mzd (35)

If the static calibration is to be used for the vi-
bration measurements, the operating frequency of the
piezoelectric pickup of figure 40 must, because of the
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departure indicated in figure 44, remain small compared
to the lowest natural vibration tharacteristic of the
resonance>curve:  Accordingly, as mentioned above, the
lowest natural vibration characteristic¢ is preferabdly
shifted upward as much as possidle, For that very reason,
the occurring acceleration freouencies themselves will
ordinarily be small compared to the lowest natural vi- .
bration characteristic., In this event the mass force in
the quartz is, according to equation (35), without al-
lowance for the masses of the piston and the electrodes:

‘

Pg = = mgd 7 (38)

But, if the natural vibration frequency of the secand
type of vibration system of figure 42 can be made small
relative to the freouency f of the exciting accelera-
tion, as obtainable by flexible mounting, we get

3 o
- <T/ ng® _ (37)

that is, the mass force in the auartz is reduced in the

ratio (f5/f)%. Furthermore, appropriate choice of size

of fldt springs makes it poscible to- keep the mass force

of the quartz, which itself is small compared to the gas

forces, pikezoelectrically ineffective (reference 23).

The potential difference UQ produced by it at the small

deflection x is proportional to the amount x(cg - ¢,).
According to equation B5 we get

o2 _Fo
. c

¢y * c3
with e = ¢y + ¢z, hence the difference in potential
. cl
U, = = A a P - (88)
? ) m-Q .

1+(_
¢
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where for abbreviation ————T-= oy, and A indicates:

a constant‘denotlng the rTelation between potentlal and
force, UQ becomes Zero when ‘o = 0, that' is, ¢, =c3.

In that event the mass force of the auartz is not included
in the measurerent. In relastion with the freauency f of
the exciting casing vibration the results are:

Within range f < f; the mass force of the quartz is
fully effective. ) ;

Within range f > fp; it is reduced in the ratio

Within range f = f; 1t increases corre§pond1ngly
t0 the departure at resonance of the system.

In all cases including that of resomnance fy; 1t
will not be indicated if ey = cg3.

The next problem ‘is to establish ‘the extent to which
the condition ¢, = ¢z ©0F e;/cs =1 can be satisfied

by an arrangement as indicated in figure 42. The vigor-
ous mathematical solution of the spring characteristics
seems scarcely feasible, since the calculation of a flat
spring rigidly clamped on the -edge and loaded on one side
under gas pressure, on the other by a concentrated force,
is unknown so far. But in order to gain some insight

into the possible aspect of similar spring characteristics,
some simplifying assumptions ~ to be checked experimental-
ly as %o their relisbility - are made,.

It is presumed that both flat springs have identical
spring characteristics, as heretofore always tacitly as-
sumed in the literature. It is further assumed that the
two springs are identically stressed by uniformly dis-
tributed load, since this case of the clamped circular
plate with great deflection is adequately covered by
empirically proved approximate formulas (reference 25).
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-The .example serving as -basis of the present appraisal
relates to two flat springs of 0.2 millimeter in thickness
and 8 millimeters in free diameter between which a 3-milli-
meter-thick gquartz with curved surfaces is clamped under
9 kilograms of initial tension. The pressure relation with
the contact surfaces created by the curvature of the sur-
faces 1s not considered. ’

Figure 45 shows the characteristics of the two flat
springs thus computed, x being the deflection of the
quartz from rest position. Since the quartz must be
maintained under initial tension, the flat springs are.
bent along different directions in the undeflected state
of the system.

This explains why the lower spring under load from
below can become more flexible, while the upper becomes
definitely stiffer., The spring characteristics of fig-
ure 45 afford the elasticity values of figure 46, which
agree with reality as will be shown later. Herefrom it
may be concluded that the reading of the mass force is
not suppressed at great deflections, because ay = 0

only by identically great elasticities.

2. Gas Pressures

Strictly speaking, the external force produced by '
the pressure p 1is evenly distributed over the entire
lower flat spring. A certain portiom is absorbed by the
restraint, while a much smaller-portion is transmitted to
the upper flat spring by the quartz located behind it.
Since this portion acts as a concentrated force on the
upper flat spring, the present leading condition of ‘the
upper spring is the same as previously for the mass force.
The transmitted and hence indicated portion of the force
ig

P, = cg x (89)"

If the load oun the lower flat spring were a very
small concentrated load rather than the wniformly dis-
tributed load, sbout half of it would be taken up by each
of the two identical springs. This had been the general as-
sumption in the theoretical treatment of the elastic suspen-
sion of a auartz under any gas pressure (reference 24). But
in reality, the portion taken up by the second spring is
much less than half the product of the force from spring
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surface-~Fy vand préssuré p. ansequenély'it is pos-
sible ‘to assign-a-utilization factor ‘ap expressed by
P ' ‘ .

Dyy T ———

p. Ffp

According to equation (39), the portion P, of the

force is not affs<ted by the nonlinearity of the spring

characteristic, h:ce the static pickup characterastic
itself is nonlinesr at greater deflections,

X, EXPERIMENTS

As a check on these argumenis, experiments were made
for the purpose of defining the spring characteristics
and the relative elastivity valuzs o0f a sysiem conformable
to figure 42. ,In-ilhis experimental setup the quartz ele-
ment was replaced by an identical lens-shaped steel ele-
ment., The experiments with uniformly distributed load
were made by means of 0il pressure.and recorded by a ma-
nometer calibrated by weight loading on a pressure bal-
ance. The deflections were obtained on a dial micrometer
with an indication of 1/100 millimeter per scale division,
The concentrated load was applied over the lens-shaped
steel element of a 15-millimeter curvature radius by bal-
ance pan and weights to avoid frictionsl errors. The
setup enabled the recording of the spring characteristics
of the entire system under hydrostatic pressure, the
characteristic of the lower flat.spring under combined
hydrostatic pressure and concentrated load, and the char-
acteristic of the upper spring under concentrated load.
And from these data the guantities necessary for apprais-
ing the system can be obtained, The particular system
consisted of two spring-steel plates of 0.213 millimeter
in thickness and 8 millimeters in free diameter and the
lens-shaped steel element with curved surfaces of 6 milli-
meters in dizmeter and 2.978 millimeters in thickness,
The tests were made with two different initial tensions,
both of which were substantially below that assumed in
the appraisal for reasons of clarity. The initial ten-
sions were 2.15 and 5.40 kilograms obtained by shims of
different thickhess placed between the flat springs of
2,902 and 2.800 millimeters in thickness, respectively.
Shims and clamping rings-consisted of smoothly ground
steel washers of 15,5 millimeters outside diameter like
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the spring steel vlates. The spring characteristics were
plotted from averages at increasing and -decreasing load,
which usually variled by less 'than 3 percent and were
readily reproducible. It is therefore not very likely
that the yield point had been reached. The various ex~
verimental equipment is illustrated in figures 47, 48,
and 49, '

Figure 50 shows the recorded deflections., x of the
total system for the two initjial tensions; the stiffness
is, of course, greater by greater initial tension as may
be expected.

Figure 51 (solid curves) indicates the defléctions
x of the bottom spring under combined hydrostatic pres-—
sure ©p on one side, and concentrated load P on the
other 'side, with p as parameter. The lines of higher
pressure manifest opposite curvature to that of the
Yower pressure, The dot -and-dash curve indicates the
deflections x of the top spring F; wunder concentrated
load. '

From these curves the desired quantities: elasticity

values c¢; and ¢, the force P, acting on the guartsz,

and the conseaquent values O and Ty in relation to

the deflection or the outside pressure can be obtained,
as exemplified in figures 52, 53, and 54; the deflection
force P, of the top spring being computed with allow-

ance for the known initial stress.
XI. RESULTS AND.CONCLUSIONS

The experiments indicated .that the reouirement
ci/cg = 1 so important for the balance of the mass forces,
is only approximately fulfilled within a very restricted
range. The curve of the elasticity data (fig. 52) is
somewhat different from that of the estimation (fig., 46),
which is evidently because of the simplifying assumptions.
The numerical data are markedly different, but the ratio
ci/cz is little affected by it, While the elasticity
data are identical for all deflections at zero pre-tension
according %o the estimation, the test showed that 1t is
actually not permissible even without pre-tension to make
calculations under the assumption that ¢, = ¢ in the
deflected state unless special measures are taken. Both
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springs would have to be released from the initial ten-
sion and preferably be subjected to concentrated load.

In that event it .can be expected that the mass force is’
not indicated at any deflection, On differently loaded
flat -springs ap - is zero only in the rest position, dbut .

mass forces are irndicated by "deflections. In the model
problem at vidbrations ecual to 1000 times gravitatlonal
accelerations, as may happen on a detonating engine, the
mass-force réading due to quartz mass at 40 atmospheric
gas pressure and 2,15-kilogram pre-tension will, accord-
ing to the test data, amount to about 0,022 kilogram
below fy, since ap = 10 percent according to figure

54, In contrast, the reading due to gas pressure is. 2.8
kilograms (fig, 53), that is, at an exceptionally high
acceleration the mase-force reading amounts to less than
0.8 percent, and at lower pressures it is even less.
Consequently the mass-force reading by the described ar-
rangement is small even with incomplete balancing action,
Not until other masses, such ag that of a pressure trans-
misgion link, become additive does the interference in-
crease, This particular case is being dealt with else-
where,

From the magnitude of the pressure~-force factor %y
(fig., 54) it is apparent that the partial force P, ap-

plied on the guartz is considerably less than half of the
total pressure force. 1t doces not remain proportionate
to the pressure at greater deflections. This together
with the relation of «c¢,;/c; to the deflection causes the
static characteristics of the measuring system to become
nonlinear in our example, as reflected on the thin
straight lines of figure 53. In that manner, higher
harmonics are induced in the output distridbution by sinus-
0idal pressure alternations. According to the experimen-
tal data the output control at the smaller pre-tension
should therefore not be permitted to take place at much
over 20 atmospheres.

If the pressure acting on the measuring system with
natural freouency f5 is, instead of constant, a period-
ically wvariable pressure force Pp = Ppo sin wt with

constant amplitude at variable freouency f,, the deflec-
tion x of the auartz from rest position follows a res-
onance curve conformable to figure 55 whic¢h, with damp-
ing and nonlinear effects discounted, follows from
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‘dzx N . . . . i ( o
D2 713 e x = Pyg sin wt. 40)
- - Co. o
whence we 'get after the transitory state, with o = Wy
.. . . . 12
1 o
. w
2
where x, is the static deflection.

o]

In the resonant zone fxf; the nonlinear properties
of the spring characterlgtlcs are especially effective by
reason of the anthlpated very great deflections attending
the resonance departure by factor p. In this instance,
the mags-force reading would bpe especially pronounced and
the test data would be accompanied by freauencles not con-
tained in the instrumental auantity. In order, therefore,
to minimize the nonlinear effecdts in the zone of resonance,
the measuring range outside of the resonance should be
restricted to abdut the oth part of the apovroximately
linear section of the characteristics, since in most al-
ternating pressure measurements, for instance, on engines,
a range of freaguencies which may contain the relatively
low frequency f, fmust be considered. ' The result may be
a very restricted pressure-recording zone free from dis-
tortion. The nonlinear characteristics are especially un-
wanted in gas-pressure measurements because the gas pres-
sure ig usually superimposed by a constant pressure por -
tion which shifts the operdating points even further into-
the nonlinear zone, ) o

According to figure 55 the deflection above the res-
onance frequency f; drops auickly below the static fre-
guency and the ouestiorn is how low it can sink at all and
still assume a.correct reading. Above fz; the driving
force, in 'this case supplied by the gas pressure D, isg
largely utilized to accelerate the masses of the system,
while below f5; 1t previously strained the springs.
Firstly, it is noted .that above f; as a result of the
decreasing deflections the nonlinear properties of the
springs recede, as a result of which high-frequency mass
forces are much better removed than low-freouency ones, .

»
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Then, in order that the reading of p above f; 1s not
falsified, the masses of the flat springs must be in the
same mutual ratio as that of thé elasticities, previously.
The reading then will be correct so long as the deflection
remains great in proportion to the compression of the
quartz znd to the gurface layers. This ceases to hold on
approaching the natural vibration frenuenecy f,.

So for a pickup conformgble to figure 42 the follow-
ing is applicable: a complete suppression of indication
of the mass force is secured when the control of the out-
put is restricted to the zone in which the elasticity
values of the two springs are practically in agreement,
The quantity p sin wt in the neighborhood of the res-
onance f = f; is reproduced without distortion when the
deflection at freguencies outside of the resonance is re-
stricted to the pth part of the linear section of the
static-pressure pickup characteristics, .because this 1is
the only instance where, even by reconance, the linear
part of the characteristic can be adhered %to._ Ilioreover,
since mild flat springs are desirable for reasons of
lower mass forces, the design of figure 42 is particularly
suitable for low pressures. Heavier springs may enlarge
the linear zZone in a given case, but without changing
anything in the nature of the phenomenon, . Besides, fj
would then he located undesirably high,

SR ¢ & 38 SUPPLEMENTARY MASSES

"The elastic suspension of the guartz between two
flat springs presupposes the measuring system not to be
subjected to high temperatures. This rules out the de-
scribed arrangement for use in the cylinder wall of an
engine, since the hot combustion gases would change the
spring characteristics completely. It was suggested,
therefore, to use a pressure-transmission piston my

again and to eaualize its mass forces by dissimilar
spring stiffness, figure 56 (reference 24), 3But in that
event the already-existing vibration possibilities would
be supclemented by the longitudinal vibration of the
piston with the freauency fs of the first harmonic,

This natural vibration freauency provides that its wave
length must bé comparable with the length of the piston,
For steel &4 30-millimeter piston length would yield 1y

at "about 40 kHz, However, these freauencies are not re-
moved by the elastic suspension but must be gconsidcred as
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natural vibration frequencies of the system. Natural fre-
gquencies -of this order of magnitude are obtainable with
rigid thrust block as well, if care is uged, as curve b in
figure 44 indicates, except that with a rigid thrust block
no exclusion of the mass forces is possible even at low
frequencies,

In order.to remove the mass force P, of the pistdn
mass my of the type indicated in figure 17 at low-vibra-

tion frequencies, it was again suggested (reference 24} to
select digsimilar flat springs, preferably so that the
conditions

'y

cy x = Py o+ 5 Pp and cp x =

are satisfied, Then

c 2Py, + Py 2 mk + mg
= = = " (42)
Cs PQ my

Now the bottom spring is muca heavier than the one on top
and the sensltlvity of the preseure chkup ruch lower,

To illustrate: on a 6-millimeter-taick piston R0-milli-
meters long and a quartz of 7 millimeters in diameter and
S millimeters high, little less than 3 percent of the
total pressure force is transferred to the guartz, This
necessitates an exceéeptionally high amplification of' the
measuring effect in order to obtain the deflection volt-
age reguired for the control of the output of an electron-
ray oscillograph. This shortcoming can be avoided, accord-
ing to the same suggestion, by disposing a mass m, equal

to the piston mass m, behind the gquartz conformable to

figure 57, 3But this 'produces a further natural vibration
at which masses my and m, vibrate oppositely, while

the quartz and the not completely fitting contact surfa#es

form the spring link., The natural freoueacy f,° of this

system is fairly low since quartz and metallic surfaces,
even with the highest polish, do not fit perfectly with-

out very high mechanical initial tensions, and therefore

represent relatively mild springs (reference 17). And
high initial tension is not permissible, as shown else-
where, because of the nonlinear spring characteristics,




46 NACA Techridal Memordndum No, 1040

since it shifts the opeérating points too far into the non-
linear zone, with thHe result that the natural frequency of
a pickup conformable t6 figure 57 may be lower than ob~-
tained with a rigid thrust block, where high ‘initial ten-
sions up to 100 kilo6grams or more are admissible and com-
mon., The arguments for the correct reproduction of p sin
wt are similar to those advanced for the arrangement in
figure 42,

Through the pressure transmitting piston and its
eoualizing mass the mass forces to which the springs are
subjected become particularly great when piston, quartsz,
and balancing mass vibrate synonymously against the cas-
ing conformable to the natural frenuency f, of the

pressure pickup of figure 42, To illustrate: for a steel
piston of 6 millimeters in diameter and 30 millimeters in
length and provided with compensating mass, the weight on
the flat springs is about 13,5 grams. At vibrations
equal to 1000 times the gravitationsl acceleration the
springs would be additionally loaded by 13.5 kilograms
and, in addition, by the stress due to the gas pressure.
If the excitation is by means of vibration frequencies

at the corresponding resonance frecuency f,, the load
becomes even greater because of the rise above resonance,
of which then, becaucee of the dissimilar elasticities at

great deflections, a fraction a, 1is indicated. In this

instunce, the initial stress through the suspension
springs is especially unfavorable,

XIII, SUGGESTIONS FOR AVOIDING NONLINEAR DISTURBANCES

The nonlinear disturbances of the reading by the
pickup characteristic and the mase forces st great de-
flections are attributable ta the mechanical initial ten-
sion on nonlinear flat springe and to fthe variation of
the ratio of the pressure foree portiodn Pa- reaching

the guartz to the total praessure force Ffp at variable

pressure,

Phe first cauce can be removed by using springs with
linear characteristics and leaving the initial tension’'to
the springs, or else resort to nonlinear springs of iden-
tiecal characteristics and transmit the initial tensipgn of
a special pre-tension device., The latter can be accom-
plished, for instance, by a tension spring conformable to
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figure 58, which either passes through the guartz or, as
in figure 69, on the egides of the.quartz or arranged in
rings about the quartz to form a tubular spring around
the quartz, which also makes water-cooling possible. It
might even be appropriate to use two quartz in the con-
ventional manner with a small central electrode. This
would, while lowering the natural vibdbration frequency,
make the design of the measuring system substantially
simpler. But freguencies above 100 kHz might still be
unattainable, according to experiments.

The second cause is probably bYest avoided by keep-
ing the bottom spring free from the uniforxl, distributed
stress and attempting the use of a gas-sealing membrane
conformable to figure 59, which leaves only a very minute
clearance between the plckup casing and the rigid pres-
sure surface of the messuring unit so that the effective
pressure surface remaing the same at all pressures.

These measures appear t0 enable the design of a pressure
pickup for use on engine cylinders that combines ample
insensitivity to vibrstions in pickup ax1s direction with
high natural vibration freauency

DA

X1V, CONWCLUSIONS

Of the gonventional methods for suppressing the mass
forces in piezoelectric-pickup readings the elastic sus-
penpsion seems to be the simplest. But the.usual pickups
with flat-spring suspension, when the springs are ugsed at
the same time for the mechanicel pre-tension of the
quartz, invites the danger of disturbances on account of.
the nonlinearity characteristics of the springs at con-
ditions encountered in engine cylinders. At the same
time, measures are necessary to make the magnitude of the
effective part of the pressure-absorbing surface of the
Pickup independent of the pressure. The natural vibra-
tion frequencies of pickups with pressure_transmitting
pistons are dependent on the piston size and arrangement
even by elastic suspension of the measuring unit. The
initial tension of the guartz due to the suspension
springs 1s particularly unfavorable on such pickups be-~
cause of the greater masses involved. Suggestions for
the removal of the described disturbances are indicated.

Translation by J. Vanier,
National Advisory Qommittee
for Aeronautics,
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Figure 8.~ Free oscillation

curve of pickup
Figure 3.~ Coordinate of fig. 13.

distortion
of fluorescent screen of
a commercial engine indicator.

Figure 19.— 8teel plate with test
electrode and support.
a, Bteel plate
b, Cylinder with electrode
c, Bupport
d, Piezoelectric pickup

a, Bteel plate as in fig.19
b. Mass

c. locking ring

d. Adjusting spindles

Figure 20— Mass of about 3.6 kg divided over locking ring
with three adjusting spindles.
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Sy Buzzer with variable

frequency f
- P ~ D= = Dy Pressure pickup
% ?z - XM, Condenser microphone
: K} 577 Si, Sound pressure meter

V, Voltmeter
. P, Sound pressure
Figure 1l Experimental sound pressure meter setup.

Figure 13.— 01ld piezoelectric pickup. model A.
a, Quartz
b, Central electrode
c, Gas sealing membrane and pre-
tension spring
d, Pressure transmitting piston
e, Casing
f, Spark plug thread
g, Thrust block

ANARLRTR Y

hi-

e\
22

%

Figure 15.~ Modified test method.

a) b) l;fé}.r/ﬂaé____
G =5
p/.[% R [ [% N R ==q)’
Figure 16.— Hookup
R ; for
Figure 17.— Substitute diagrams fig. 15.

for fig. 15.

40y /.74 280V 714

Figure 18.— Wiring diagram of amplitude recorder.
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Figure 13.- Resonance curve of pickup of figure 12 recorded with sound
pressurc meter. Pickup and condenscr microphonc spaced

56 mm apart; pickup fleoxibly supportod.
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Figure l1l4.- Resonance curve of piclup of figure 12 recorded with sound
pressurc moter, Piclup scrowed in steel plate.

Curve a Dis%ance 100 mm - Curve b Distance 1280 mm
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I . . e
Experimental layout.
&, Buzzer
b, Booster amplifier stage
c, Bteel plate with electrode

and support
d, Amplitude recorder
e, Reading instrument

£, Power supply
g, Electrostatic voltage indicator

Figure 35+ Experimental specimens.

Pressure pickup model A

Pressure pickup model B

Pressure pickup Meurer (special design)
Piezoelectric pickup with pre-tension
flat spring

Plezoelectric pickup. special design
with welded spring bushing
Plezoelectric pickup. special design
with threaded bushing

Plezoelectric pickup. special design
with bottom cap

Welded and threaded spring bushing

Spark plug 14 x 1.235 mm (constrast of
size)



Figs. 22,23,234,26
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Figure 33+~ Calibration Figure 233.— Frequencies of

hookup for amplitude recorder
amplitude recorder. at three different amplitudes
a. b. c.
ol I
mY J
L Figure 24.— Calibration curves for amplitude
recorder.
% cjlb a f=2kHz
» / b /=10kHz
¢ =100 kHz
V4
/

g 20 % 60 &0 700
da Sk

b, Pressure transmitting
piston NN

c, Gas sealing membrane ! l Em

d, Pre-tension flat spring r NN |

f
a, Spark plug thread ‘

ey Quartz ’

fy Thrust block M

2y H;ghly insulated contact | ,
pin

h, Cooling water tube R 2

i, Casing !h .

Figure 36.— Pickup with pre-tension flat
spring (special design).
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Figs. 87,28,29

Figure 27}—-Pickup, special design, welded

Tam

.
. ‘\‘\\\‘\\ [
NRNRW

N o
:\vﬁ\'\\\\K\\\

spring bushing.

Spark plug thread

Spring bushing

Quartz

Central electrode

Thrust block, welded into
spring bushing

Heavily insulated contact
pin

Thumb screw

Cooling water tube
Casing

Figure 28.—

bushing and

N
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=
NS

S\:' B

P

NN LSTOT ST,

P Yiyty

Y
a

Pickup,
with threaded spring
bottom cap.

Spark r»lue thread
Bottom screw, gas

sealing membrane welded

Bottom cap

Spring bushing
Quartz

Central electrode
Thrust block,
spring bushing
Heavily insulated
contact pin

Thumb screw
Cooling water tube

Casing

of

special design,

gcrewed in

Cooling water chamber

1} —

Nl
7.

Figure 29.~ Spring bushings of pickups

special design.
Welded

Threaded

Bushing bottom
Aluminum leaf
Pressed-in electrode
Quartz

Central electrode
Heavily insulated
contact pin
Thrust block
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Figure 30.— Resonance curves of pickup fig. 13, model A.
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Figure 31.— Magnified section of fig. 30, showing test

points.
&
A
%_ &0 , .
20 \
LA N
g 20 W0 7 50 &0 Kz 700

] LDy

Figure 32.— Resonance curves of pickup, model B.
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Figure 33.— Resonance curves of pickup, Meurer type.
a, With mass
b, With mass and additional mass before quartz.
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Figure 34.— Resonance curve of pickup witih pre-tension
flat spring, with mass.
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Figure 35.— Resonance curves of pickup of special design,
welded bushing.
a, With mass
by With mass and enlarged plug mass
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Figure 36.— Resonance curves of pickup of special design
with screwed on bushing, without mass.
a, Plug pin uncoupled
b, Plug pin solidly connected
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Figure 37.— Resonance curves of pickup of special design
with screwed on bushing.
a, Mass of 3.6 kg
b, Mass of 0.73 kg

c, Mass of 0.73 kg plus enlarged plug mases
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Figure 38.— Resonance curves of pickup, speclal deslgn,

screwed on spring bushing with bottom cap.

a, With mass, iron-asbestos washer

b, With mass, aluminum washer

¢, With mass, iron—asbestos washer and
additional masse before Quartz
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Figure 39. Resonance curves of spring bushings.

a, Welded

b, Screwed on }-according to fig. 39

Figs. 38,39
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e, casing
f, spark plug thread
g, thrust block

A
[/

: a, quartz .crystals
T b, central electrode
?j ¢, pre-tension spring
é?? d, pressure trans
4219 mitting piston

Pressure

Figure 40.-
pickup-

old model.

Figure 43.- Pressure pickup

with quartz
suspended under initial
tension between two flat
springs Fj and Fg.

Figs. 40,41,43,43,44

quartz

central electrode
c, cover plate

d, casing

e, closing foll

Pressure
pickup
with quartz of dif-
ferent piezo-electric
modulus used for
acoustic measurements.

Figure 41.-

ll,a.r/ﬂwt

mg, casing mass —— 5 ——
mg, mass of quartz
and springs cGrey
Figure 43.~ Substitute Lo,
layout of g T

pickup, figure 42.
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; bj A el k — AAA///‘.\‘\ A~
Y7 ©mm 2 %0 60 80 Kz 100
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a, old model b, new model

Figure 44. Resonance curves of plezoelectric pickup with rigid

thrust blocke.
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Figure 45.~ gomputed spring character- Figure 46.~ Computed elasticity
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pickup,Figure 3. F1,¥Fo of pickup of Figure 3 for

different deflection x.
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Figure 50.- Experimental dofloction 5 a 3 8 ke 10
x of systom Fy+Fg undor Concentrated force, P
variable prossure p at two diffcront
initial tonsions of tic springs. Figurc 5l.- Exporimentally dofined

defleetion x of bottom

spring ¥y under variable concentrated
load P from abovc at difforcnt loads
with moderatc hydrostatic pressure p
from below. The -.- curve ropresoents
the experimentally defined dcflection
x of the top spring Fp under various
concentrated loads P from below.
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a, lens shaped steel
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b, spacer

c,d, clamping rings

e, pressure SCrew

f, feeler

g, dial gauge

h, threaded nipple
for oil pressure
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Fq1,F3,spring steel

shim
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Figure 47.- Experimental

getup for
loading the measuring

system with oil pressure.

Figs. 47,48,49

Figure 48.-
Simultanlous
loading of
bottom spring
F1,by oil
pressure p
from below and
concentrated
load P from
above.

Figure 49.-
loading of
top spring
Fg5 under
concentrated

load P.
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Figure 52,~ Exporimental clasticity values C€;,Cp of springs ¥;,Fs at 2.15
and 5.4 kg initial tension.
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FPigure 53.- Portion of force Py indicated by quartz under variable
pressurc p at 2.15 and 5.4 kg initial tension.
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Tigure 54.- Mass forcc factor a,, and pressurc force factor o, determined
from the cxperimental valucs at 2.15 and 5.4 kg initial
tension.

/%o

L

[A IR

,
- )
_‘// a,
N

~

I

lection ratio x

b

; : e

0 11'-2 21:2 (.l:iZ) Sf'z
Pressure cycle froguency, £

Def

Figure 55,~ Ratio of deflection x/xo of guartz at variable prossure
frequency T x, static deflcction; (substitute diagram 4).
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Z

S

|

|

| a, quartz

¢ F1,F2, flat springs ‘
{ 2z Filgure 56.- Quartz with elastic suspension
) and pressure transmitting

N piston my.

p sincot

. 33
Y7778,

3 —— |~

Figure 57.- Same as figure 56,but supplemented
by balancing mass mg.

|7 sinw?

a, quartz
b, tension spring
F1,F3, flat springs

Figure 58.—- Arrangement of
supplementary

pre-tenslon device for

relieving flat springs

\

g i

a, quartz T ¥
b, tubular spring, T g

water cooled —A
c, pressure linkage 5 ¢
d, counter mass e
e, flexible gas wE [y oet

sealing membrane
f, cooling water

chamber Figure 59.- Avoidance of
Fq1,Fg, unloaded flat pressure re-

springs lation by gas sealing

membrane with minimum
annular clearance.
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